
TECMAN PEDESTAL ROCKBREAKER BOOMS



HYDRAULIC ROCKBREAKER BOOM

Hydraulic rockbreaker 
vibro-silenced with 

heavy duty box

Boom and arm fabricated 
out of high strength steel

Electric control 
box

Pedestal type controller

Radiocontrol

Pedestal controller Radio controller Ergonomic seat controller Tilt hitch

Hydraulic quick coupler Anchor kit Foundation fabrication Rock grab

Large dimension pins

OPTIONS



MADE TO MEASURE
TECMAN rockbreaker booms are designed to offer ease of 
installation and perfect operational geometry.

TECMAN rockbreaker booms  increase safety and production.

Mine duty hydraulic cylinders 
fabricated by TECMAN

Heavy duty rotary frame

Proportional hydraulic 
control valves for remote 

operation

Compact powerpack with load-
sensing piston pumps and high 

efficiency electric motor

Rotating dipper arm Telescopic boom Lifting kit Control cabin

Automatic greasing Extreme heat resistance High temperature pack Arctic pack



JAW CRUSHERS



Unblocks the crusher jaw and feeder

Simple installation

Made to measure

Full remote control capability

Compatible with all types of jaw crushers

PEDESTAL	
  BOOM
HORIZONTAL	
  REACH
WORKING	
  DEPTH
WEIGHT

TECMAN	
  HYDRAULIC	
  BREAKER
WEIGHT
IMPACT	
  ENERGY
TOOL	
  DIAMETER

HYDRAULIC	
  POWERPACK
POWER
OIL	
  FLOW
PRESSURE

CONTROLS

ROTATION
SLEW	
  RING	
  DIAMETER
ROTATION	
  ANGLE
TORQUE

CYLINDERS
BOOM	
  (Bore/Rod/Stroke)
DIPPER	
  (Bore/Rod/Stroke)
TOOL	
  (Bore/Rod/Stroke)
MAXIMUM	
  PRESSURE
WORKING	
  PRESSURE

5	
  000 5	
  700 6	
  500 mm
2	
  000 3	
  200 3	
  600 mm
1	
  950 2	
  580 3	
  470 kg

TMB5 TMB6 	
  TMB9
490 650 950 kg
900 1	
  450 1	
  760 Joules
80 95 100 mm

30 30 30 kW
90 90 90 L/mn
180 180 180 bar

500 600 700 mm
360 360 360 °
28 34 40 kN.m

120/70/664 mm
120/70/664 mm
105/60/600 mm

450 bar
180 bar

110/60/664

180

100/55/600
450

110/60/664

EMERGENCY	
  LEVERS

JAW	
  SERIES

REMOTE	
  PEDESTAL	
  CONTROLLER
WIRELESS	
  RADIOCONTROL



HORIZONTAL IMPACT CRUSHERS



Designed to work in close proximity to the rotor

Adaptable to all horizontal shaft impact crushers

Made to measure

Full remote control capability

Independent support column with integrated 
powerpack, walkway and horizontal section

Dipper tilt

PEDESTAL	
  BOOM
HORIZONTAL	
  REACH
WORKING	
  DEPTH
WEIGHT

TECMAN	
  HYDRAULIC	
  BREAKER
WEIGHT
IMPACT	
  ENERGY
TOOL	
  DIAMETER

HYDRAULIC	
  POWERPACK
POWER
OIL	
  FLOW
PRESSURE

CONTROLS

ROTATION
SLEW	
  RING	
  DIAMETER
ROTATION	
  ANGLE
TORQUE

CYLINDERS
BOOM	
  (Bore/Rod/Stroke)
DIPPER	
  (Bore/Rod/Stroke)
TOOL	
  (Bore/Rod/Stroke)
MAXIMUM	
  PRESSURE
WORKING	
  PRESSURE

IMPACTOR
5500 mm
3500 mm
3130 kg

TMB5
490 kg
900 Joules
80 mm

30 kW
90 L/mn
180 bar

600 mm
360 °
34 kN.m

110/60/664 mm
110/60/664 mm
100/55/600 mm

450 bar
180 bar

EMERGENCY	
  LEVERS

REMOTE	
  PEDESTAL	
  CONTROLLER
WIRELESS	
  RADIOCONTROL

A



MOBILE CRUSHERS



Unblocs jaw and breaks on the feeder

Designed to stay within transport dimensions

Can be controlled from the loading machine

Compatible with all makes and models

PEDESTAL	
  BOOM
HORIZONTAL	
  REACH 5	
  000 mm
WORKING	
  DEPTH 2	
  000 mm
WEIGHT 1	
  950 kg

TECMAN	
  HYDRAULIC	
  BREAKER TMB5
WEIGHT 490 kg
IMPACT	
  ENERGY 900 Joules
TOOL	
  DIAMETER 80 mm

MOBILE

CONTROLS

ROTATION
SLEW	
  RING	
  DIAMETER 500 mm
ROTATION	
  ANGLE 360 °
TORQUE 28 kN.m

CYLINDERS
BOOM	
  (Bore/Rod/Stroke) 110/60/664 mm
DIPPER	
  (Bore/Rod/Stroke) 110/60/664 mm
TOOL	
  (Bore/Rod/Stroke) 100/55/600 mm
MAXIMUM	
  PRESSURE 450 bar
WORKING	
  PRESSURE 180 bar

WIRELESS	
  RADIOCONTROL
EMERGENCY	
  LEVERS



LARGE CAPACITY CRUSHERS



Fabricated with high tensile steel

Variable displacement piston pump

Mine duty hydraulic cylinders and pins

Installed on large capacity jaw, horizontal shaft 
impact and gyratory crushers

Made to measure

PEDESTAL	
  BOOM
HORIZONTAL	
  REACH
WORKING	
  DEPTH
WEIGHT

TECMAN	
  HYDRAULIC	
  BREAKER
WEIGHT
IMPACT	
  ENERGY
TOOL	
  DIAMETER

HYDRAULIC	
  POWERPACK
POWER
OIL	
  FLOW
PRESSURE

CONTROLS

ROTATION
SLEW	
  RING	
  DIAMETER
ROTATION	
  ANGLE
TORQUE

CYLINDERS
BOOM	
  (Bore/Rod/Stroke)
DIPPER	
  (Bore/Rod/Stroke)
TOOL	
  (Bore/Rod/Stroke)
MAXIMUM	
  PRESSURE
WORKING	
  PRESSURE

9000 10000 11000 mm
5000 6000 7000 mm
7650 8990 11700 kg

TMB12 TMB15 TMB17
1200 1600 1870 kg
1880 2800 3300 Joules
115 125 135 mm

45 45 45 kW
130 130 130 L/mn
200 200 200 bar

1200 1200 1340 mm
360 360 360 °
56 112 125 kN.m

mm
mm
mm
bar
bar

200/110/1000

200

125/70/664
450

WIRELESS	
  RADIOCONTROL

200/110/1000

EMERGENCY	
  LEVERS

HEAVY	
  RANGE

REMOTE	
  PEDESTAL	
  CONTROLLER



GIRATORY CRUSHERS



Designed for extreme duty and high 
production

Fabricated using high tensile steel

Powerpack with twin electric motors 
and loadsensing variable displacement 
piston pumps

Mine duty hydraulic cylinders

Conical pins and bushes

Large ambient temperature range: 
-40°C to +60°C

Made to measure

PEDESTAL	
  BOOM
HORIZONTAL	
  REACH
WORKING	
  DEPTH
WEIGHT

TECMAN	
  HYDRAULIC	
  BREAKER
WEIGHT
IMPACT	
  ENERGY
TOOL	
  DIAMETER

HYDRAULIC	
  POWERPACK
POWER
OIL	
  FLOW
PRESSURE

CONTROLS

ROTATION
SLEW	
  RING	
  DIAMETER
ROTATION	
  ANGLE
TORQUE

CYLINDERS
BOOM	
  (Bore/Rod/Stroke)
DIPPER	
  (Bore/Rod/Stroke)
TOOL	
  (Bore/Rod/Stroke)
MAXIMUM	
  PRESSURE
WORKING	
  PRESSURE

11000 12500 14000 15000 mm
7000 8000 9000 10000 mm
18100 21800 26700 35900 kg

	
  TMB25 	
  TMB27 	
  TMB36 	
  TMB50
2520 2950 3750 4710 kg
5610 6000 8000 9800 Joules
150 160 175 190 mm

90 90 110 110 kW
260 260 390 390 L/mn
250 250 250 250 bar

1750 1750 2200 2200 mm
360 360 360 360 °
288 288 720 720 kN.m

mm
mm
mm
bar
bar

200/120/1328 2x	
  200/120/1328

250 250

200/120/1328 200/120/1328
600 600

WIRELESS	
  RADIOCONTROL

2x	
  200/120/1328 2x	
  200/120/1328

EMERGENCY	
  LEVERS

GIRATORY	
  SUPER	
  HEAVY	
  RANGE

REMOTE	
  PEDESTAL	
  CONTROLLER



UNDERGROUND MINING



GRIZZLY CLEANING




